Una™
RECESSED CEILING

MATCHING FIXTURES
- Pendant p.56
- Sconce p.78
- Outdoor
- Ceiling p.108

MEASUREMENTS
- 4" x 4" x 4"
- Weight: 5.5 lbs per foot

FEATURES
- Simple, linear profile can be connected to create long, continuous runs.
- 75 lumens per watt, 3000k and 4000k.
- LED luminaire reliability, L70 >50,000 hours at 70% lumen maintenance.
- LED light source exceeds 94% 6080 hour lumen maintenance, as required for commercial fixtures per LM-80 testing methodology.
- Fixture and LED light source are tested to LM-79 standards.
- Heavy wall aluminum extruded back housing.
- Extruded aluminum reflector/heat sink to properly manage LED temperature.
- Extruded diffuser is high transmission frosted white acrylic, UV stable and UL-94 HB flame rated.
- Available for T-grid or hard ceiling.
- 24 standard powder coat paints offered, however all RAL colors available.
- Contact factory for additional modifications or options.

updated: 6/19/12
## Fixture Specifications

- **Fixture mounts in T-grid ceiling or hard ceiling and is provided with .875” KOs for connection to 0.5” conduit.**
- **Lutron® (3D) and various (0-10v) dimming drivers available. Controls not included.**
- **Integral Class II driver (3-5 year warranty depending on driver specification).**
- **For photometric data, please visit www.ocl.com.**
- **For lamp and base information, see pages 124-131 in the reference section.**
- **Structural mounting required for fixtures over 50 lbs.**
- **For specific mounting instructions, please contact factory.**
- **Five year product warranty.**

### Sample Code:

UA1-C1NB-47-MW-MWP-1LD32/30K-120-RTG

### Lamping (Photometric Test #)

<table>
<thead>
<tr>
<th>Size</th>
<th>Finish</th>
<th>Diffuser</th>
<th>Series</th>
<th>Hanging System</th>
<th>Voltage</th>
<th>Options</th>
</tr>
</thead>
<tbody>
<tr>
<td>23&quot;</td>
<td>PTD PAINTED - SPECIFY CODE (EX. BKPI FOR BLACK PAINT, SEE PAGE 122 FOR PAINT OPTIONS)</td>
<td>MW MATTE WHITE ACRYLIC</td>
<td>C1NB Recessed Ceiling Mount</td>
<td>1LD16/30K</td>
<td>100W LED 3000K</td>
<td>120V DML LUTRON® DIMMING (3D) ULD UL DAMP LABEL FUS FUSED RTG RECESSED T-GRID RCH RECESSED HARD CEILING-VISIBLE FLANGE</td>
</tr>
<tr>
<td>35&quot;</td>
<td>1LD16/40K</td>
<td>100W LED 4000K</td>
<td>277V DMO 0-10V DIMMING DRIVER</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>47&quot;</td>
<td>1LD24/40K</td>
<td>100W LED 4000K</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>59&quot;</td>
<td>1LD32/40K</td>
<td>100W LED 4000K</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>71&quot;</td>
<td>1LD40/40K</td>
<td>100W LED 4000K</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>95&quot;</td>
<td>1LD64/40K</td>
<td>100W LED 4000K</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>