Duo™

SCONCE

MATCHING FIXTURES

- Pendant

FEATURES

- Simple, linear profile can be connected to create long, continuous runs. See length chart on page 118.
- Available with T5 and LED illumination options.
- Field replacement of LED arrays and drivers is simple and requires minimal effort.
- LED luminaire reliability; L70 >70,000 hours at 70% lumen maintenance.
- 3 step MacAdam ellipse color binning.
- Fully illuminated inside or outside corners available. See page 119 for more information.
- Extruded diffuser is frosted white acrylic, UV stable and UL-94 HB flame rated.
- 24 standard powder coat paints offered, however all RAL colors available.
- Contact factory for additional modifications or options.

MEASUREMENTS

WT. 10 LBS

WT. 12 LBS

WT. 14 LBS

WT. 17 LBS

WT. 24 LBS
## Fixture Specifications

- **Emergency ballast mounting distance must be less than half the maximum remote mounting distance for the AC ballast from the lamps.**
- **Advance® and Lutron® dimming ballasts available. Controls not included.**
- **Integral HPF electronic fluorescent ballast with Class A sound rating (3-5 year ballast warranty depending on ballast specification).**
- **Integral Class II driver (3-5 year warranty depending on driver specification).**
- **J-box specifications:**
  - **24":** 24.25" continuous run (see page 118)
  - **36":** 36.25" continuous run (see page 118)
  - **48":** 48.25" continuous run (see page 118)
  - **60":** 60.25" continuous run (see page 118)
  - **89":** 89.25" continuous run (see page 118)

### For Photometric Information
- Please visit **www.ocl.com**.
- For lamp and base information, see pages 124-131 in the reference section.
- Maximum 6 amps per continuous run.
- For specific mounting instructions, please contact factory.
- Five year product warranty.

### Mounting Information
- **Fixture size:**
  - **24":** 24.25" continuous run
  - **36":** 36.25" continuous run
  - **48":** 48.25" continuous run
  - **60":** 60.25" continuous run
  - **89":** 89.25" continuous run
- **Mounting spacing:**
  - **24.25":** 24.25"
  - **36.25":** 36.25"
  - **48.25":** 48.25"
  - **60.25":** 60.25"
  - **89.25":** 89.25"

### Supply Wire Entry
- **6" from fixture beginning on continuous runs.

### Notes:
- **Supply wire entry 6" from fixture beginning on continuous runs.**
- **Maximum 6 amps per continuous run.**
- **For specific mounting instructions, please contact factory.**
- **Five year product warranty.**

---

### Specimen Code: DO1-S1SA-60-MW-BAL-2LF35-120

<table>
<thead>
<tr>
<th>SERIES</th>
<th>HANGING SYSTEM</th>
<th>SIZE</th>
<th>DIFFUSER</th>
<th>FINISH</th>
<th>LAMING</th>
<th>VOLTAGE</th>
<th>OPTIONS</th>
</tr>
</thead>
<tbody>
<tr>
<td>S15A</td>
<td>INDOOR ADA COMPLIANT SCONCE</td>
<td>24</td>
<td>MW MATTE WHITE ACRYLIC</td>
<td>PREMIUM METAL FINISH</td>
<td>24&quot; ADA</td>
<td>120</td>
<td>DMA</td>
</tr>
<tr>
<td></td>
<td></td>
<td>36</td>
<td>LV WHITE FLAT BLADE LOUVER</td>
<td>BAL BRUSHED ALUMINUM</td>
<td>2LF24</td>
<td>277</td>
<td>DMA</td>
</tr>
<tr>
<td></td>
<td></td>
<td>48</td>
<td></td>
<td>POWDER COATED FINISH</td>
<td>36&quot; ADA</td>
<td>347</td>
<td>DMA7</td>
</tr>
<tr>
<td></td>
<td></td>
<td>60</td>
<td></td>
<td>PTD PAINTED - SPECIFY CODE</td>
<td>48&quot; ADA</td>
<td></td>
<td>DML</td>
</tr>
<tr>
<td></td>
<td></td>
<td>89</td>
<td></td>
<td>(EX. BKP FOR BLACK PAINT, SEE PAGE 122 FOR PAINT OPTIONS)</td>
<td></td>
<td></td>
<td>EMR</td>
</tr>
<tr>
<td></td>
<td></td>
<td>XX</td>
<td></td>
<td>TEST # REPRESENTS DIFFUSER</td>
<td></td>
<td></td>
<td>ULD</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td>* MW - MATTE WHITE ACRYLIC</td>
<td></td>
<td></td>
<td>FUS</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td>** LV - WHITE FLAT BLADE LOUVER</td>
<td></td>
<td></td>
<td>IJI</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>IJO</td>
</tr>
</tbody>
</table>

---

**NOTE:**
- Fixture can be mounted vertically or horizontally.
- Contact OCL for more information concerning custom lengths or configurations.
- Bodine® emergency ballast available, standard with remote mounted test switch and indicator light (not available on 35W T5 or 80W T5HO).
- For photometric data, please visit **www.ocl.com**.
- For lamp and base information, see pages 124-131 in the reference section.
- Maximum 6 amps per continuous run.
- For specific mounting instructions, please contact factory.
- Five year product warranty.