• Inspired by the concentric rings of the planet Saturn, this low-profile, stepped trim cradles a shallow diffuser.
• A transitional design makes it ideal for both contemporary and traditional applications.
• Spun from solid, non-ferrous 0.040” thick brass, 0.040” thick copper, or 0.064” thick aluminum.
• Thermally formed acrylic ranges from 3/16” to 1/4” thick, depending on size. Virgin white acrylic is UV stable, and all faux acrylic colors are mixed completely through to avoid noticeable fading.

• White acrylic is UL-94 HB Flame Class rated.
• OCL metal finishes are applied by hand and receive a protective clear coat lacquer.
• 21 standard powder coat paints offered, however all RAL colors available.
• Fixture offered with a variety of compact fluorescent and incandescent optic packages.
• Contact factory for additional modifications or options.
- **Fixture mounts to a standard 4" J-box (supplied by others), and features a 45-degree sloped-ceiling canopy.**
- **Bodine® emergency ballast available, standard with remote mounted test switch and indicator light.**
- **Advance® and Lutron® dimming ballasts available. Controls not included.**
- **Integral HPF electronic fluorescent ballast with Class A sound rating (3-5 year ballast warranty depending on ballast specification).**
- **Dual circuiting is standard on multi-ballast fixtures. Consult factory for details or other circuiting options.**
- **Bottom finial option increases overall height by length of the finial.**
- **For photometric data, please visit www.ocl.com.**
- **For lamp and base information, see pages 496-505 in the reference section.**
- **Par down light option available in combination with a variety of compact fluorescent reflectors.**
- **For metal halide lamping contact factory.**
- **Structural mounting required for fixtures over 50 lbs.**
- **For specific mounting instructions, please contact factory.**
- **Five year product warranty.**

### Specifying Catalog Code
- **SN1**
- **P1AA**
  - Pendant with a single center stem
- **P1AE**
  - Pendant with 4 vertical stems to collector and a single center stem from trim ring to canopy
- **P1AH**
  - Pendant with 3 angled stems to collector and a single center stem from trim ring to canopy
- **P1ED**
  - Pendant with 3 angled aircraft cables to collector and a single center stem from trim ring to canopy

### Photometric Information
- For additional information go to www.ocl.com and search: Saturn Pendant
- For photometric data, please visit www.ocl.com.
- For lamp and base information, see pages 496-505 in the reference section.
- For metal halide lamping contact factory.
- For specific mounting instructions, please contact factory.
- Five year product warranty.

### Series and Lamping Options

<table>
<thead>
<tr>
<th>SERIES</th>
<th>HANGING SYSTEM</th>
<th>SIZE</th>
<th>DIFFUSER</th>
<th>FINISH</th>
<th>LAMPPING (PHOTOMETRIC TEST #)</th>
<th>VOLTAGE</th>
<th>OPTIONS</th>
</tr>
</thead>
<tbody>
<tr>
<td>SN1</td>
<td>P1AA</td>
<td>18</td>
<td>GW GLOSS</td>
<td>PREMIUM METAL FINISH</td>
<td>18&quot;</td>
<td>120</td>
<td>24</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td>MW MATTE</td>
<td>PAL POLISHED ALUMINUM</td>
<td>20D26</td>
<td>20W26W JD</td>
<td>[13771.0]</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td>FA FAUX</td>
<td>BAL BRUSHED ALUMINUM</td>
<td>2IN100</td>
<td>20W100W IN</td>
<td>[7135.0]</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td>NH NATURAL</td>
<td>PTR PEWTER</td>
<td>27&quot;</td>
<td>277</td>
<td>347</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td>ET ETRUSCAN</td>
<td>PBR POLISHED BRASS</td>
<td>40D26</td>
<td>40W26W JD</td>
<td>[10989.0]</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td>WS WHITE SWIRL</td>
<td>BBR BRUSHED BRASS</td>
<td>4TT32</td>
<td>40W32W TT</td>
<td>[9530.0]</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td>ABR ANTIQUE BRASS</td>
<td>3IN100</td>
<td>30W100W IN</td>
<td>[7130.1]</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td>STB STATUARY BRONZE</td>
<td>34&quot;</td>
<td></td>
<td>40</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td>SNK SATIN NICKEL</td>
<td>80D26</td>
<td>80W26W JD</td>
<td>[12189.0]</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td>ORB OIL RUBBED BRONZE</td>
<td>4BX40</td>
<td>40W40W BX</td>
<td>[8480.0]</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>4BX50</td>
<td>40W50W BX</td>
<td>[8480.0]</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>4BX55</td>
<td>40W55W BX</td>
<td>[8480.0]</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>6BX39</td>
<td>60W39W BX</td>
<td>[8448.0]</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>3IN150</td>
<td>30W150W IN</td>
<td>[7130.0]</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>43&quot;</td>
<td></td>
<td>50</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>8TT42</td>
<td>80W42W TT</td>
<td>[13767.0]</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>9BX39</td>
<td>90W39W BX</td>
<td>[13747.0]</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>9BX40</td>
<td>90W40W BX</td>
<td>[13747.0]</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>9BX50</td>
<td>90W50W BX</td>
<td>[13747.0]</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>9BX55</td>
<td>90W55W BX</td>
<td>[13747.0]</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>6IN150</td>
<td>60W150W IN</td>
<td>[13743.0]</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>52&quot;</td>
<td></td>
<td>54</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>12BX39</td>
<td>120W39W BX</td>
<td>[13748.0]</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>12BX40</td>
<td>120W40W BX</td>
<td>[13748.0]</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>12BX50</td>
<td>120W50W BX</td>
<td>[13748.0]</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>12BX55</td>
<td>120W55W BX</td>
<td>[13748.0]</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>8IN150</td>
<td>80W150W IN</td>
<td>[13744.0]</td>
</tr>
</tbody>
</table>

### Photometric Information
- Available at www.ocl.com
SATURN™ PENDANT

SN1-P1ED-27-GW-SGP/BAL

• Inspired by the concentric rings of the planet Saturn, this low-profile, stepped trim cradles a shallow diffuser.
• A transitional design makes it ideal for both contemporary and traditional applications.
• Spun from solid, non-ferrous 0.040” thick brass, 0.040” thick copper, or 0.064” thick aluminum.
• Thermally formed acrylic ranges from 3/16” to 1/4” thick, depending on size. Virgin white acrylic is UV stable, and all faux acrylic colors are mixed completely through to avoid noticeable fading.
• White acrylic is UL-94 HB Flame Class rated.
• OCL metal finishes are applied by hand and receive a protective clear coat lacquer.
• 21 standard powder coat paints offered, however all RAL colors available.
• Fixture offered with a variety of compact fluorescent and incandescent optic packages.
• Contact factory for additional modifications or options.

SN1-P1AE-27-GW-BAL

MATCHING FIXTURES

page 70 page 338 page 448 page 490

FEATURES

page 69 www.ocl.com
### Specifications

**Series**

- **P1AA**: Pendant with a single center stem.
- **P1AE**: Pendant with 4 vertical stems to collector and a single center stem from trim ring to canopy.
- **P1AH**: Pendant with 3 angled stems to collector and a single center stem from trim ring to canopy.
- **P1ED**: Pendant with 3 angled aircraft cables to collector and a single center stem from trim ring to canopy.

**Catalog Code**

- **SN1**

**Hanging System**

- **P1AA**
- **P1AE**
- **P1AH**
- **P1ED**

**Size**

- **18**: Gloss white acrylic
- **27**: Matte white acrylic
- **34**: Faux alabaster acrylic
- **43**: Ettruscan acrylic
- **52**: White swirl acrylic

**Diffuser**

- **GW**: Premium metal finish
- **MW**: Polished aluminum
- **BA**: Brushed aluminum
- **PTR**: Pewter
- **PBR**: Polished brass
- **BBR**: Brushed brass
- **ABR**: Antique brass
- **STB**: Statuary bronze
- **SNK**: Satin nickel
- **ORB**: Oil rubbed bronze

**Finish**

- ** Premium Metal Finish**
- **Polished aluminum**
- **Brushed aluminum**
- **Pewter**
- **Polished brass**
- **Brushed brass**
- **Antique brass**
- **Statuary bronze**
- **Satin nickel**
- **Oil rubbed bronze**

**Lamping (Photometric Test #)**

- **V100**: 100W (7130.0)
- **V150**: 150W (7130.0)
- **V200**: 200W (13771.0)
- **V250**: 250W (13772.0)
- **V300**: 300W (13773.0)
- **V350**: 350W (13774.0)
- **V400**: 400W (13775.0)
- **V450**: 450W (13776.0)
- **V500**: 500W (13777.0)
- **V550**: 550W (13778.0)

**Voltage**

- **120V**: 120V (7130.0)
- **277V**: 277V (7130.0)
- **347V**: 347V (7130.0)
- **270V**: 270V (7130.0)

**Options**

- **OAH**: OCL-Advance® Dimming Ballast
- **DML**: Lutron® Dimming Ballast
- **EMI**: Integral Emergency
- **FUS**: Fused
t- **TLP**: Top Lens Prismatic Acrylic (Only on fluorescent)
- **CIB**: Clear Inner Bowl
- **ULD**: UL Damp Label
- **TRC**: Triple Circuit
- **DNL**: Par Down Light
- **BFL**: Bottom Finial (See Below)

**Sample Code**: SN1-P1AE-27-GW-BAL-4TT32-180-40-ULD

- **Fixture mounts to a standard 4” J-box (supplied by others), and features a 45-degree sloped-ceiling canopy.**
- **Bodine® emergency ballast available, standard with remote mounted test switch and indicator light.**
- **Advance® and Lutron® dimming ballasts available. Controls not included.**
- **Integral HPF electronic fluorescent ballast with Class A sound rating (3-5 year ballast warranty depending on ballast specification).**
- **Dual circuiting is standard on multi-ballast fixtures. Consult factory for details or other circuiting options.**
- **Bottom finial option increases overall height by length of the finial.**
- **For photometric data, please visit www.ocl.com.**
- **For lamp and base information, see pages 496-505 in the reference section.**
- **Par down light option available in combination with a variety of compact fluorescent reflectors.**
- **For metal halide lamping contact factory.**
- **Structural mounting required for fixtures over 50 lbs.**
- **For specific mounting instructions, please contact factory.**
- **Five year product warranty.**

**Photometric Information**

Available at www.ocl.com