Una™

**MATCHING FIXTURES**
- Pendant p.56
- Sconce p.76

**FEATURES**
- Simple, linear profile can be connected to create long, continuous runs. See length chart on page 118.
- Available with T5 and LED illumination options.
- Field replacement of LED arrays and drivers is simple and requires minimal effort.
- LED luminaire reliability; L70 >70,000 hours at 70% lumen maintenance.
- 3 step MacAdam ellipse color binning.
- Quality construction includes heavy gauge sheet metal, extruded aluminum, die-cast aluminum, and extruded acrylic.
- Extruded diffuser is frosted white acrylic, UV stable and UL-94 HB flame rated.
- 24 standard powder coat paints offered, however all RAL colors available.
- Contact factory for additional modifications or options.

**MEASUREMENTS**
- WT. 10 LBS
- WT. 12 LBS
- WT. 14 LBS
- WT. 17 LBS
- WT. 24 LBS
# SERIES HANGING SYSTEM SIZE DIFFUSER FINISH LAMPPING (PHOTOMETRIC TEST #) VOLTAGE OPTIONS

<table>
<thead>
<tr>
<th>SERIES</th>
<th>HANGING SYSTEM</th>
<th>SIZE</th>
<th>DIFFUSER</th>
<th>FINISH</th>
<th>PREMIUM METAL FINISH BAL</th>
<th>POWER COAT FINISH PTD</th>
<th>PAINTED - SPECIFY CODE (EX. BKPI FOR BLACK PAINT, SEE PAGE 122 FOR PAINT OPTIONS)</th>
</tr>
</thead>
<tbody>
<tr>
<td>UA1</td>
<td>C1NA SURFACE CEILING MOUNT</td>
<td>24</td>
<td>MW MATTE WHITE ACRYLIC</td>
<td>24&quot;</td>
<td>1LF14 10014W T5</td>
<td>1LF24 10024W T5HO</td>
<td>*(15983) **(15989)</td>
</tr>
<tr>
<td></td>
<td></td>
<td>36</td>
<td>LV WHITE FLAT BLADE LOUVER</td>
<td>36&quot;</td>
<td>1LF21 10021W T5</td>
<td>1LF39 10039W T5HO</td>
<td>*(15984) **(15990)</td>
</tr>
<tr>
<td></td>
<td></td>
<td>48</td>
<td></td>
<td></td>
<td>1LD25/30K 10025W LED 3000K</td>
<td>1LD25/35K 10025W LED 3500K</td>
<td>*(17603) *(17604)</td>
</tr>
<tr>
<td></td>
<td></td>
<td>60</td>
<td></td>
<td></td>
<td>1LD33/30K 10033WLED 3000K</td>
<td>1LD33/40K 10033WLED 4000K</td>
<td>*(17605) *(17601)</td>
</tr>
<tr>
<td></td>
<td></td>
<td>89</td>
<td>XX CONTINUOUS RUN (SEE PAGE 118)</td>
<td></td>
<td>1LD44/30K 10044W LED 3000K</td>
<td>1LD44/35K 10044W LED 3500K</td>
<td>*(17606) *(17607)</td>
</tr>
</tbody>
</table>

**ANCHOR SPACING**

- 0.875" HOLE FOR 0.5" CONDUIT

**SUPPLY WIRE ENTRY (0.875" HOLE) ALWAYS 4.125" FROM END OF FIXTURE (INCLUDING END CAP)**

**TEST # REPRESENTS DIFFUSER**
- MW - MATTE WHITE ACRYLIC
- LV - WHITE FLAT BLADE LOUVER

**PHOTOMETRIC INFORMATION AVAILABLE AT WWW.OCLO.COM**