Zen™

**CEILING**

**MATCHING FIXTURES**

Sconce p.88

**MEASUREMENTS**

<table>
<thead>
<tr>
<th>WT.</th>
<th>14 LBS</th>
<th>17 LBS</th>
<th>20 LBS</th>
<th>22 LBS</th>
<th>30 LBS</th>
</tr>
</thead>
<tbody>
<tr>
<td>TOP</td>
<td>5.50&quot;</td>
<td>5.90&quot;</td>
<td>7.00&quot;</td>
<td>7.50&quot;</td>
<td>7.50&quot;</td>
</tr>
<tr>
<td>BOTTOM</td>
<td>3.42&quot;</td>
<td>3.62&quot;</td>
<td>3.62&quot;</td>
<td>3.62&quot;</td>
<td>3.62&quot;</td>
</tr>
</tbody>
</table>

**FEATURES**

- Minimal appearance and extremely shallow 0.75" projection allows seamless integration with interior design.
- Easily incorporate custom diffuser materials, colors or patterns.
- Uses highly efficient, long-lasting, low mercury T5, T5HO or T8 lamps for minimal fixture maintenance and lamp disposal.
- Standard diffuser is virgin white acrylic, UV stable and UL-94 HB flame rated.
- No visible hardware or fasteners.
- Outer face is precision miter-cut aluminum extrusion.
- Quality construction includes heavy gauge sheet metal, extruded aluminum.
- 24 standard powder coat paints offered, however all RAL colors available.
- Contact factory for additional modifications or options.

---

Zen™

**CEILING**

**MATCHING FIXTURES**

Sconce p.88

**MEASUREMENTS**

<table>
<thead>
<tr>
<th>WT.</th>
<th>14 LBS</th>
<th>17 LBS</th>
<th>20 LBS</th>
<th>22 LBS</th>
<th>30 LBS</th>
</tr>
</thead>
<tbody>
<tr>
<td>TOP</td>
<td>5.50&quot;</td>
<td>5.90&quot;</td>
<td>7.00&quot;</td>
<td>7.50&quot;</td>
<td>7.50&quot;</td>
</tr>
<tr>
<td>BOTTOM</td>
<td>3.42&quot;</td>
<td>3.62&quot;</td>
<td>3.62&quot;</td>
<td>3.62&quot;</td>
<td>3.62&quot;</td>
</tr>
</tbody>
</table>

**FEATURES**

- Minimal appearance and extremely shallow 0.75" projection allows seamless integration with interior design.
- Easily incorporate custom diffuser materials, colors or patterns.
- Uses highly efficient, long-lasting, low mercury T5, T5HO or T8 lamps for minimal fixture maintenance and lamp disposal.
- Standard diffuser is virgin white acrylic, UV stable and UL-94 HB flame rated.
- No visible hardware or fasteners.
- Outer face is precision miter-cut aluminum extrusion.
- Quality construction includes heavy gauge sheet metal, extruded aluminum.
- 24 standard powder coat paints offered, however all RAL colors available.
- Contact factory for additional modifications or options.
### Fixture Specifications

- Fixture mounts directly to stud, and is provided with 0.875" KOs for attachment of 0.5" conduit and requires additional anchors.
- Rated for through circuit wiring.
- Fixtures with T5 and T8 lamps are IC rated for direct contact with insulation (does not include T5HO).
- Recessed housing can be pre shipped for rough-in installation.
- Bodine® emergency ballast available, standard with remote mounted test switch and indicator light (not available on 35W T5 or 80W T5HO).
- Emergency ballast mounting distance must be less than half the maximum remote mounting distance for the AC ballast from the lamps.
- Advance® and Lutron® dimming ballasts available. Controls not included.
- Integral HPF electronic fluorescent ballast with Class A sound rating (3-5 year ballast warranty depending on ballast specification).
- For photometric data, please visit www.ocl.com.
- For lamp and base information, see pages 124-131 in the reference section.
- For specific mounting instructions, please contact factory.
- Five year product warranty.

### Mounting Information

**Long Edge of Fixture**

- Must mount to stud

**Cutout Dimensions**

- 20" long edge
  - Fixturesize
  - Cutout height
  - Cutout width
  - 0.25/-0" Tolerance
  - For cutout opening
  - 0.5" Min Wall Board
  - 18.25
  - 37.25
  - 61.25

### Photometric Information Available at www.ocl.com

- PHOTOMETRIC INFORMATION

### For Additional Information Go to www.ocl.com and Search: ZEN CEILING